20081001.ba v04_n213.bam.20081001

>From ???@??? Wed Oct  1 01:02:13 2008 -0600
Date: Wed,  1 Oct 2008 00:00:15 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 4213
Message-Id: <20081001045830.651C810B137@srvr1.theporch.com>

			    BOATANCHORS Digest 4213

Topics covered in this issue include:

  1) Re: Spark Gap Found II
	by W0EOM@aol.com
  2) Re: Spark Gap Found II
	by "Ken" <n5cm@rtconline.com>
  3) Need Shipping Advice
	by Jerry Proc <jerry7proc@yahoo.com>
  4) SX-28 Question
	by RICHARD SOLOMON <w1ksz@q.com>
  5) Re: Need Shipping Advice
	by Scott Robinson <spr@earthlink.net>
  6) Re: Need Shipping Advice
	by Dan Arney <hankarn@pacbell.net>
  7) McMurdo Silver 802
	by Niel Wiegand <nielwiegand@aggienetwork.com>
  8) Re: Need Shipping Advice
	by Jerry Proc <jerry7proc@yahoo.com>
  9) Navy surplus radios available.
	by "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
 10) LM Freq Meter Manual
	by "Wilson Lamb" <infomet@embarqmail.com>
 11) Re: LM Freq Meter Manual
	by "Wilson Lamb" <infomet@embarqmail.com>
 12) Viking II CDC
	by stuck in 50s <polepeeg@aa4rm.ba-watch.org>
 13) HBR Receiver Tuning Cap Needed
	by "B. Smith" <smithab11@comcast.net>

----------------------------------------------------------------------
From: W0EOM@aol.com
Message-ID: <d6a.354c39e5.360d4198@aol.com>
Date: Thu, 25 Sep 2008 15:33:44 EDT
Subject: Re: Spark Gap Found II
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="-----------------------------1222371224"


-------------------------------1222371224
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Rd  -  still searching my files, but similar units were mounted  on the end 
of the motor-gen of the Marconi ship board xmtrs, which you may  know.  But 
this one is US made, unusual in that there is no SE no., only  the blueprint no.  
It may precede the SE numbering system.
 
Will J.
 
 
In a message dated 9/24/2008 9:13:43 P.M. Pacific Daylight Time,  
ddillman@igc.org writes:


I  wonder if anyone might be able to help with further information about a  
rotary
gap I recently discovered.  The basic information about it is  on the data 
plate.
But I was wondering what type of transmitter it might  have been used in.  

Please see photos of the gap  at:

http://www.radiomarine.org/SparkGap/

Thanks,

RD


=================================
Richard  Dillman, W6AWO
Chief Operator, Coast Station KSM
Maritime Radio  Historical  Society
http://www.radiomarine.org
=================================






**************Looking for simple solutions to your real-life financial 
challenges?  Check out WalletPop for the latest news and information, tips and 
calculators.      (http://www.walletpop.com/?NCID=emlcntuswall00000001)

-------------------------------1222371224
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

-------------------------------1222371224--

------------------------------
Message-ID: <000b01c91f70$a723a8a0$020fa8c0@KEN>
From: "Ken" <n5cm@rtconline.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Spark Gap Found II
Date: Thu, 25 Sep 2008 17:41:44 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset="utf-8"
Content-Transfer-Encoding: 7bit

Hi RD,

I've never seen a rotary spark gap but studied about them in Maritime Radio
School in New Orleans
back in 1938. Our instructor was a retired maritime radio operator who had
started sailing way back
in the days of the spark transmitters.
The reason for the rotary gap is that by breaking up the spark at a rate of
500 bits per second, this
gave a rough note at 500 cycles per second. The RCA IP501A Receiver was
designed with audio
coupling transformers between two or more audio stages peaked at 500 cycles
response. This
improved the "note". The shaft was rotated to give the 500 interruptions to
the spark.

There was also a Quench Gap spark gap. I don't remember just what Its
advantages were over the
open gap type. I think it had something to do with the cut-off or quenching
of the spark at the end
of the dot or dash.

There was also an Electric Arc transmitter that came along after the spark
type were in use.
An operator in the maritime service had to know all three types even tho'
spark and arc were out-
lawed for normal use, they could be used in emergencies. And, when vacuum
equipments
became available, the I.T.U. decreed that all ships that were required to
have radiotelegraph
installations and a competent operator as well as a separate emergency
transmitter and receiver,
were allowed to keep their arc or spark transmitters to serve as the
emergency transmitter. It had
to have its own battery bank.

The reciever, by-the-way, was a crystal radio receiver, yes, with a galena
crystal and the catwhisker
detector assembly.
Don't scoff! Back in WW2 while south of Iceland at night in the winter time,
I picked up several
AM broadcast stations on the east coast of U.S. with comfortable earphone
volume! An operator
in distress only had to communicate with ships within range to render
assistance.

Richard, if this is all "old hat" to you, please excuse but I thought some
of the others may find it
informative.
FWIW,

Ken  N5CM



----- Original Message ----- 
From: "Richard Dillman" <ddillman@igc.org>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Wednesday, September 24, 2008 9:12 PM
Subject: Spark Gap Found II


>
> I wonder if anyone might be able to help with further information about a
rotary
> gap I recently discovered.  The basic information about it is on the data
plate.
> But I was wondering what type of transmitter it might have been used in.
>
> Please see photos of the gap at:
>
> http://www.radiomarine.org/SparkGap/
>
> Thanks,
>
> RD


-- 
I am using the free version of SPAMfighter for home users.
SPAMfighter has removed 1567 spam emails to date.
Paying users do not have this message in their emails.
Get the free SPAMfighter here: http://www.spamfighter.com/len

------------------------------
Date: Thu, 25 Sep 2008 18:46:17 -0700 (PDT)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: Need Shipping Advice
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Message-ID: <200433.6253.qm@web90601.mail.mud.yahoo.com>

Hello Everyone,

I've had the good fortune to be contacted by someone who is willing to donate a AN/UPM-99 radar test set to HMCS HAIDA. The unit weighs 200 pounds and I estimate the wooden shipping crate to be another 50 pounds.
Dimensions around 25"W x 36"H 18"D.  

Can anyone recommend a suitable company that could pickup up the unit in Midland Texas (79706) all crated and deliver it to Hamilton, Ontario. I thought that a company like North American movers might be a good place to start on account of the weight. Any other suggestions? 

--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      __________________________________________________________________
Instant Messaging, free SMS, sharing photos and more... Try the new Yahoo! Canada Messenger at http://ca.beta.messenger.yahoo.com/

------------------------------
Message-ID: <BAY130-W28961B87E8714593CB1305E0470@phx.gbl>
Content-Type: multipart/alternative;
	boundary="_2aeee58b-a6a3-4d81-af0f-f2ad6f8cefd4_"
From: RICHARD SOLOMON <w1ksz@q.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: SX-28 Question
Date: Fri, 26 Sep 2008 04:09:02 +0000
MIME-Version: 1.0

--_2aeee58b-a6a3-4d81-af0f-f2ad6f8cefd4_
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Looking in the SX-28 Manual it says the AC On-Off Switch is located on the =
Tone Control.
Not in my SX-28. It is on the AF Control. The Front Panel has AC On engrave=
d by the Tone
Control bou the Tone Switch looks like original equipment.
Everything I can find says it's an SX-28 (round coil forms=2C not square=2C=
 etc).
=20
Maybe I have an offshoot that was done between the SX-28 and the SX-28A ??
=20
Any ideas ?
=20
73=2C Dick=2C W1KSZ=

--_2aeee58b-a6a3-4d81-af0f-f2ad6f8cefd4_
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--_2aeee58b-a6a3-4d81-af0f-f2ad6f8cefd4_--

------------------------------
Mime-Version: 1.0
Message-Id: <p06240801c50237ab20d6@[192.168.1.2]>
Date: Thu, 25 Sep 2008 23:59:31 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Re: Need Shipping Advice
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

Hi Jerry,

One way to ship things like this is airport-to-airport. The shipper 
does the crating and, with the help of strong friends and a pickup 
truck or station wagon, takes the crate to the nearest airport. It 
gets shipped air freight to Ontario, where you likewise find several 
friends with strong backs and weak minds to help you fetch it to your 
shop.

One of the main virtues of this method is that handling by people who 
neither know nor care what's in the crate is minimized. I think it's 
also cheaper than door-to-door ari freight.

Regards,

Scott

------------------------------
Message-ID: <48DCBF96.6000206@pacbell.net>
Date: Fri, 26 Sep 2008 05:55:18 -0500
From: Dan Arney <hankarn@pacbell.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Need Shipping Advice
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Hi Jerry,
Try UPSSCS They are very competitive rate wise.
Set up an account and tell them that you are a not for profit .org and 
they should give a good discount rate.

Another is Freightquote in  KS or NE
Both have US 800 numbers

Hank
KN6DI

------------------------------
Message-ID: <48DD36A6.1090204@aggienetwork.com>
Date: Fri, 26 Sep 2008 14:23:18 -0500
From: Niel Wiegand <nielwiegand@aggienetwork.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Niel Wiegand <w0vlz@aggienetwork.com>
Subject: McMurdo Silver 802
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Anyone have coil information on the mixer and oscillator coils in a 
McMurdo Silver 802 receiver? See http://www.io.com/~nielw/McMurdoSilver/ 
for what I've found so far. Each of the coils includes a factory chosen 
fixed capacitor as a bandset. I've like to know  typical capacitor 
values so I can wind the coils accordingly.

Interesting tuning mechanism in the 802. The coil plugs in under a 
"vane" that is rotated by the tuning knob. Coil inductance lowers as the 
coil is covered...no variable capacitor involved.

73,
Niel

------------------------------
Date: Fri, 26 Sep 2008 12:46:15 -0700 (PDT)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: Re: Need Shipping Advice
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Message-ID: <223837.49204.qm@web90602.mail.mud.yahoo.com>

Hi Dan,

UPS has a weight limit of 150 pounds per piece per shipment so they are not viable in this instance. 

***
Suspect I will be engaging the help of the donor to find a suitable shipper in Midland Tx. When I tried to Google movers in that location,I did get a few results but nothing that left me with a warm fuzzy feeling. 

***

Thanks to everyone who provided advice. Getting a funds allocation for the shipment will be my biggest challenge here. 

  


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


--- On Fri, 9/26/08, Dan Arney <hankarn@pacbell.net> wrote:

> From: Dan Arney <hankarn@pacbell.net>
> Subject: Re: Need Shipping Advice
> To: jerry7proc@yahoo.com
> Cc: "Old Tube Radios" <boatanchors@theporch.com>
> Received: Friday, September 26, 2008, 3:55 AM
> Hi Jerry,
> Try UPSSCS They are very competitive rate wise.
> Set up an account and tell them that you are a not for
> profit .org and 
> they should give a good discount rate.
> 
> Another is Freightquote in  KS or NE
> Both have US 800 numbers
> 
> Hank
> KN6DI


      __________________________________________________________________
Yahoo! Canada Toolbar: Search from anywhere on the web, and bookmark your favourite sites. Download it now at
http://ca.toolbar.yahoo.com.

------------------------------
Date: Sat, 27 Sep 2008 13:29:10 -0500 (CDT)
From: "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <1688879487.2594721222540150480.JavaMail.root@mars.aurora.edu>
Subject: Navy surplus radios available.
MIME-Version: 1.0
Content-Type: text/plain; charset=utf-8
Content-Transfer-Encoding: 7bit


A friend of mine has a set of Navy receivers that he wants to get rid of.
He is willing to GIVE them away to someone who is working on restoring a naval vessel as long as they come pick them up.   Both receivers are working and look cosmetically good. There are a couple of bad meters, however.  The 2 receivers are mounted in a 4 foot rack cabinet (original) and come with 2 matching speakers (I believe they are 10 or 12 inch). 
The equipment is
CRV-56147-D RCVR
CRV-46297-A RCVR
CRV-20130-B PWR SPLY



-- 
Bob Roehrig
630-844-4898
A.U. Telecom dept.
K9EUI  WD2XSH/19  W9ZGP

------------------------------
Message-ID: <489FC1212BAE44959F0F31601176A788@wilsonspc>
From: "Wilson Lamb" <infomet@embarqmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Old Tube Radios" <boatanchors@theporch.com>
Subject: LM Freq Meter Manual
Date: Sun, 28 Sep 2008 16:18:45 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

I have a nice LM manual.
Is it worth $20 to anyone??
Wilson
W4BOH

------------------------------
Message-ID: <47216437CF594AD3963E1379E6F9D4C3@wilsonspc>
From: "Wilson Lamb" <infomet@embarqmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <BOATANCHORS@LISTS.TEMPE.GOV>,
	"Old Tube Radios" <boatanchors@theporch.com>
Subject: Re: LM Freq Meter Manual
Date: Sun, 28 Sep 2008 19:53:44 -0400
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_0028_01C921A3.EA3ECD60"

This is a multi-part message in MIME format.

------=_NextPart_000_0028_01C921A3.EA3ECD60
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

My LM manual is for Model LM-15, NAVSHIPS (900-274) I.B. by Hoffman =
Radio Corp., Los Angeles, for U.S. Navy Dept., BUSHIPS

WL
  ----- Original Message -----=20
  From: WA5CAB@cs.com=20
  To: infomet@embarqmail.com=20
  Sent: Sunday, September 28, 2008 7:12 PM
  Subject: Re: LM Freq Meter Manual


  There were 22 different to somewhat different LM models.  Which model =
is it for or what is the NAVSHIPS or NAVAER number?

  In a message dated 9/28/2008 3:19:17 PM Central Daylight Time, =
infomet@embarqmail.com writes:=20

    I have a nice LM manual.
    Is it worth $20 to anyone??
    Wilson
    W4BOH


  Robert Downs - Houston
  wa5cab dot com (Web Store)
  MVPA 9480 
------=_NextPart_000_0028_01C921A3.EA3ECD60
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_0028_01C921A3.EA3ECD60--

------------------------------
Date: Mon, 29 Sep 2008 15:24:32 -0400 (EDT)
From: stuck in 50s <polepeeg@aa4rm.ba-watch.org>
Message-Id: <200809291924.m8TJOWo3005463@fracas.netboobie.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Viking II CDC


That's the Civilain Defense version that had additional tuning range
and push-to-talk. And maybe a speech clipper

One's taken up residence locally & a schemat's needed.  None found on
bama.  Any out there in our community?

  Thanks for reading & not committing 
  suicide over .7 trillion bail-out 
  failure,

    Marty

------------------------------
Message-ID: <001901c92283$d54c5720$271cc847@BCXHTR8HVC4P>
From: "B. Smith" <smithab11@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: HBR Receiver Tuning Cap Needed
Date: Mon, 29 Sep 2008 18:36:36 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Variable tuning capicator needed for HBR receiver construction project, one
each 3 section tuning capacitor with approx value of each section of  5 to
25 pf  or more.  The 3 section variable cap probably would only have 4 or 5
plates to each section  or  I can remove plates if necessary.This is all
W2DGB's fault for bringing  two of his HBR's from his collection to the
Gilbert MRCA meet.

Anyone have a junked or basket case HBR?

73 breck k4che
Dover, DE
Annt nutten in Dover except a NASCAR track and hams that can't solder.

------------------------------

End of BOATANCHORS Digest 4213
******************************



